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Update Instructions

AT-UHD-PRO3-66M

The PRO3-series of matrixes can only be updated through the webGUI.

Needed items (webGUI):
• New firmware - Downloaded from atlona.com
• IP address of the matrix
• Computer on the same network as the matrix
• Username and password to access the webGUI of the matrix

Updating
1. Plug a LAN cable into the matrix and your network router (if not already connected to the network).

2. Type the IP address of the matrix into a web browser (as seen below).

3. A login screen will appear (this is the same log in for admin and general users).  Login using the username and 
password (this would have been set up during installation).

NOTE:  Computer must be on the same network as the matrix to access through IP.

IMPORTANT:  If any stability issues are experienced, disable any anti-virus or firewall that may be 
interfering with network communication to the matrix. Once set up is done and the webGUI is no 
longer being used, the firewall and anti-virus can be re-enabled.
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4. Click Status, under Home, on the left side of the screen.

5. Click the Save System Settings button. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

6. The Save As dialog box will be displayed.  Select the folder where the file will be saved.  The default name of the 
file is download.json.  Click the Save button to save the file.

IMPORTANT: Before updating the firmware, perform the next three steps to backup the system 
settings

The firmware page displays the matrix, HDBaseT transmitter chips, and HDBaseT receivers firmware versions to 
make it easier to see what needs to be updated.

7. Click Firmware, on the left side of the screen.
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Select the new firmware files.  It is recommended that the files be uploaded, one at a time, in the following order: 
 
ATLMtxFWpack_PRO3_FPHD.pkg 
ATLMtxFWpack_PRO3_FPGA.pkg 
ATLMtxFWpack_PRO3-UI.pkg 

5. Click the Update button.  A progress bar will be displayed during the update process.

6. After the update process has completed, execute the Mreset command to set the matrix to factory-default 
settings.

7. To restore the system settings, click Status, on the left side of the screen, select the settings file (saved in step 6) 
by clicking the Choose File button, then click the Load button.

The Valens firmware update procedure is optional and is only required if HDBaseT monitoring is required.

Valens Firmware Update

NOTE:  Updating the Valens firmware can take up to 25 minutes.

1. Follow steps 1 through 7, beginning on the first page of this guide.

2. Select the Valens firmware file.  There are two files required for the Valens update.  It is recommended that the 
files be uploaded, one at a time, in the following order: 
 
ATLMtxFWpack_7-Jul-17_VS010_4.pkg 
ATLMtxFWpack_7-Jul-17_VS100_5.pkg

3. To verify that whether or not a Valens update has taken place, click Firmware, in the web GUI, and read the 
information displayed under Firmware Status > Matrix:

with Valens update without Valens update

Matrix

UI Firmware 16.0.00

HDMI 1.6.15

FP 1.7.7

FPGA Version 1.0

HDBaseT TX VS100 13131610

HDBaseT TX VS10 23131610

Matrix

UI Firmware 16.0.00

HDMI 1.6.15

FP 1.7.7

FPGA Version 1.0

HDBaseT TX VS100 13092110

HDBaseT TX VS10 23092110


